
Tested By: Zhongshan Bontek Compliance Testing Laboratory Co., Ltd. 

Tongyi Industrial Zone Dongxing East Road, Gu Zhen Town,Zhongshan City, Guang 

Dong Province, China. 

Product 

Model   

Brand Name 

Applicant   

:  LED Wall Lamp 

:  62237LEDD 

:  ‐‐ 

:  ACCESS LIGHTING CORP 

Application No  :  2019011104 

Test Items  :  Light Distribution 

Date of Issue  :  Jan. 15, 2019 

Standard  :  CIE 121‐1996 

Photometry Test Report 
Report No.: HB‐087E‐0003/19 



HB‐4I‐087E‐0 

CONTENTS 

Cover page 

Contents 

1      Test Summary   ............................................................................................................................... 1 

2      Description of the Sample   ............................................................................................................. 2 

3      Test Items   ..................................................................................................................................... 2 

4      Test Condition   .............................................................................................................................. 3 

4.1  Test Equipment   ............................................................................................................................ 3 

4.2  Environmental Conditions   ............................................................................................................ 3 

4.3  Mounting of the Luminaire   .......................................................................................................... 3 

4.4  Coordinate System of the Luminaire   ............................................................................................ 3 

4.5  Layout   ........................................................................................................................................... 4 

5      Photographs ................................................................................................................................... 5 

5.1  Photos of Sample ............................................................................................................................ 5 

5.2  Sample Under Test ......................................................................................................................... 5 

6      Test Results .................................................................................................................................... 6 

6.1  Electrical Property Parameters ....................................................................................................... 6 

6.2  Parameters of Bare Light Source .................................................................................................... 6 

6.3  Parameters of the Luminaire .......................................................................................................... 6 

Annexes 

Announcement 



1 Test Summary 

Applicant's name ................. .. 

Address ............................. . 

Manufacturer .................... . 

Address ............................. . 

Testing laboratory ................ . 

Address ............................. . 

Product ........................... . 

Model ............................. . 

Quantity .......................... . 

Date of received ................ . 

Test period ...................... . 

Test standard ..................... . 

Tested by ........................ . 

Checked by ..................... . 

Approved by ................... . 

Date ................................ . 

Notes: 

Report No.: HB-087E-000¥19 

ACCESS LIGHTING COPR

14410 MYFORD ROAD

IRVINE CA, 92630  

 

ACCESS LIGHTING COPR

14410 MYFORD ROAD

IRVINE CA, 92630 

Zhongshan Bontek Compliance Testing Laboratory Co., Ltd. 

Tongyi Industrial Zone Dongxing east Road, Gu Zhen Town, 

Zhongshan City, Guang Dong Province, China 

LED Wall Lamp 

62237LEDD 

1 pc 

Jan. 11, 2019 

Jan. 11, 2019 

CIE 121-1996 

Jan. 15, 2019 

This report shall not be reproduced without the written approval of Zhongshan Bontek Compliance Testing 

Laboratory Co., Ltd. Please feel free to contact us if any concern or question of the report. 

1ft, HB-41-087E-0 



                                                                                                                                              Report No.: HB‐087E‐0003/19 

2/6                                                                        HB‐4I‐087E‐0 

2    Description of the Sample 

Classification of the lamp 
 Indoor luminaire                    □ Outdoor luminaire 

□ Flood lighting luminaire          □ Bare light source 

  Classification of protection 

against electric shock 
□ Class I      Class II          □ Class III 

  Rating  120V~60Hz 

  Exterior dimensions  305×205×70 (mm)×(mm)×(mm) 

  Area of exit light surface  0.013 (m2) 

  Type of the light source 

LED                                  □ Fluorescent lamp 

□ Metal Halide Lamp          □Halogen lamp 

□ Tungsten filament lamp   

□ Low pressure mercury lamp 

□ High pressure sodium lamp 

□ High pressure mercury lamp 

□ Others       

Note  —— 

 

 

3    Test Items 

 Luminous Flux 

 Luminous Efficacy 

 Luminous intensity distribution diagram 

 Maximum light intensity   

 Average beam angle   

□ Luminaire efficiency 

□ Color temperature 

□ Color rendering index 

□ Color tolerance 
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4    Test Condition 

4.1    Test Equipment 

Name  Brand  Model  Cal.Due Date 

Goniophotometer system  Everfine  GO‐R5000  Dec.06, 2019 

4.2 Environmental Conditions 

1. Dark room

2. Draught‐proof

3. Ambient temperature: (25±1) ℃

4. Warm up time: ≥ 30 minutes.

5.Test Voltage: The rated voltage of the lamp or the rated voltage of the ballast if the lamp is with a ballast.

4.3 Mounting of the Luminaire 

The  photometric  center  of  the  luminaire  shall  be  consistent  with  the  actual  turning  center  of 

goniophotometer. 

4.4 Coordinate System of the Luminaire 

C‐γ  coordinate  system  (Figure  1)  shall  be  used  unless  otherwise  specified;  flooding  lights  use  the  V‐H 

coordinate system instead (Figure 2).   

Figure 1      Figure 2 
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4.5 Layout 

1. Near‐field detector

2. Far‐field detector

3. Fixed mirror M2

4. γ（or H）‐axis

5. C（or V）‐axis

6. Tested lamp

7. Light absorber

8. Rotating mirror M1

9. Drive

10. P.C.

11. Computer controlled software

12. Photometer

13. Power meter

14. Controller
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5    Photographs 

5.1 Photos of Sample 

5.2 Sample Under Test 
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6    Test Results 

6.1    Electrical Property Parameters 

Voltage (V)  Current (A)  Wattage (W)  Power factor  Others 

120.0  0.0608  7.10  0.9727  ——

6.2 Parameters of Bare Light Source 

NO.  Items  Data  Notes 

1  Luminous Flux (lm)  —— Bare light source 

would not be tested 

according to 

applicant’s 

requirements. 

2  Color Temperature (K)  ——

3  Color tolerance (SDCM)  ——

6.3    Parameters of the Luminaire 

NO.  Items  Data  Results 

1  Luminous flux (lm)  401.44 

For reference only 

2  Luminous efficacy (lm/W)  56.62 

3  Maximum light intensity (cd)  179.6 

4  Average beam angle / 50% (DEG)    77.1° 

5  Luminaire efficiency (%)  ——

6  Color temperature (K)  ——

7  Color rendering index  ——

8  Color tolerance (SDCM)  ——

Notes: 

1. Chapter 6, “test results", gives the general result of this measurement.

2. 15 pages for luminaires light distribution specific test report.
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LUMINAIRE PHOTOMETRIC TEST REPORT

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,60.6

UNIT:cd

C90/270,93.6

AVERAGE BEAM ANGLE(50%):77.1 DEG

0

40

80

120

160

200

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
2

3

4

5

6

7

8

9

10

11

12
0.0 4.5 9.0

S(m)0.0100

0.0084

0.0067

0.0050

0.0033

0.0017

0.0013

0.0008

0.0007

0.0005

DATA OF LAMP PHOTOMETRIC DATA Eff: 56.62 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





--

401.443

1

--

179.6

100.1

402.04

SEMI-IND.

90.1

10.1

1.55

0.68

7.1,0.1

83.0,10.0

0.00

1.00

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --

  --
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ZONAL FLUX DIAGRAM

ZONAL FLUX DIAGRAM:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

0.0643 0.0644 0.0620 0.0762 0.0902 0.0384 0.0384 0.0659 0.0054 0.0054 0.00,0.00

0.0549 0.0808 0.1012 0.0978 0.0855 0.0282 0.0220 0.0400 0.0172 0.0225 0.01,0.01

0.0392 0.0855 0.0949 0.0949 0.0604 0 0.0001 0.0003 0.0259 0.0484 0.01,0.01

0.0416 0.0588 0.1039 0.0604 0.0416 0.0055 0.1811 0.1305 0.0331 0.0815 0.02,0.02

0.0392 0.0698 0.0965 0.0271 0.0282 2.001 4.077 2.152 0.2772 0.3587 0.09,0.09

0.1356 0.1122 0.1145 0.1193 0.1188 7.984 16.42 8.443 2.136 2.494 0.62,0.62

0.2486 0.1155 0.1004 0.1323 0.2353 14.97 21.85 16.20 6.263 8.757 2.18,2.18

0.1764 0.0925 0.0768 0.1059 0.1837 22.87 59.89 28.05 9.566 18.32 4.56,4.56

0.1073 0.0628 0.0620 0.0621 0.0432 55.10 75.86 56.79 22.19 40.51 10.1,10.1

3.616 0.0957 0.0541 0.0863 2.656 75.45 98.32 76.95 31.09 71.60 17.8,17.8

11.62 0.1736 0.0400 0.1522 10.01 98.31 123.4 98.47 40.73 112.3 27.9,28

21.49 0.2717 0.0251 0.2371 20.81 119.5 146.5 118.8 48.98 161.3 40.1,40.2

28.06 0.3969 0.0274 0.3469 30.39 137.4 165.3 136.2 53.37 214.7 53.4,53.5

42.89 0.5738 0.0306 0.4920 38.13 151.5 176.9 150.2 52.61 267.3 66.5,66.6

73.82 0.8585 0.0511 0.7013 67.47 159.5 179.5 158.7 48.20 315.5 78.5,78.6

110.6 25.44 0.1217 28.21 100.1 161.1 173.8 159.6 40.89 356.4 88.6,88.8

138.6 132.0 91.56 129.3 137.5 155.6 160.6 152.9 32.07 388.5 96.6,96.8

140.3 140.3 140.3 140.3 140.3 140.3 140.3 140.3 13.58 402.0 100,100

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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LUMINANCE LIMITATION CURVES

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

LUMINANCE LIMITATION CURVES

GLARE CLASS ILLUMINANCE (lx)

1.15 A 2000 1000 500 <=300

1.50 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.20 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

45

55

65

75

85
G(DEG)

8 1000 2 3 4 5 6 8 10000 2 3 4 1

2

3

4

6
8

a/h

LUMINANCE (cd/(m2))

a b c d e f g h

C0/180 C90/270

LUMINANCE cd/(m2)

G(DEG) C0/180 C90/270

85   111    57

80    78    34

75    60    27

70    56    23

65    36    20

60    21    18

55    10    15

50     5    12

45     5     8

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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CU AND LUMINAIRE BUDGETARY ESTIMATE DIAGRAM

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

 cc

 w

 fc







RCR Coefficients of Utilization(CU)RCR:Room Cavity Ratio

80%

50% 30% 10%

20%

70%

50% 30% 10%

20%

50%

50% 30% 10%

20%

30%

50% 30% 10%

20%

10%

50% 30% 10%

20%

0

0

0

 0.0

 1.0

 2.0

 3.0

 4.0

 5.0

 6.0

 7.0

 8.0

 9.0

10.0

.98

.82

.70

.61

.54

.48

.42

.38

.34

.31

.28

.98

.77

.64

.54

.46

.39

.34

.30

.27

.24

.21

.98

.73

.58

.48

.40

.34

.29

.25

.21

.19

.17

.85

.70

.61

.53

.46

.41

.37

.33

.30

.27

.24

.85

.67

.55

.47

.40

.34

.30

.26

.23

.21

.18

.85

.63

.51

.41

.35

.29

.25

.22

.19

.16

.14

.61

.50

.43

.37

.33

.29

.26

.23

.21

.19

.17

.61

.47

.39

.33

.28

.24

.21

.19

.17

.15

.13

.61

.45

.36

.29

.25

.21

.18

.15

.13

.12

.10

.39

.31

.26

.23

.20

.18

.16

.14

.13

.12

.11

.39

.29

.24

.20

.17

.15

.13

.11

.10

.09

.08

.39

.28

.22

.18

.15

.13

.11

.09

.08

.07

.06

.19

.13

.11

.09

.08

.07

.06

.06

.05

.05

.05

.19

.12

.10

.08

.07

.06

.05

.04

.04

.04

.03

.19

.12

.09

.07

.06

.05

.04

.03

.03

.03

.02

.10

.04

.02

.01

.01

.00

.00

.00

.00

.00

.00

AREA(m2)
10 20 30 40 50 70 100 200 300 500 700 1k 2k 3k 4k 5k 7k

2

3

4

5

6

7
8
9

10

20

30

40

50
LAMPS LUMINAIRE BUDGETARY DIAGRAM

2

3

44

H=5H=5

2

3

44

CONDITIONS

FLUX 402lm

FACTOR 0.70

Hdown 0.00m

Hwork 0.00m

Ework(AVE) 100lx

 cc w fc

70 50 30

50 30 20

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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WEC AND CCEC

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

 cc

 w

 fc







RCR Wall Exitance Coeffcients(WEC)RCR:Room Cavity Ratio

80%

50% 30% 10%

20%

70%

50% 30% 10%

20%

50%

50% 30% 10%

20%

30%

50% 30% 10%

20%

10%

50% 30% 10%

20%

0

0

0

 0.0

 1.0

 2.0

 3.0

 4.0

 5.0

 6.0

 7.0

 8.0

 9.0

10.0

.327

.278

.247

.224

.205

.189

.175

.163

.152

.143

.186

.153

.132

.116

.104

.095

.086

.080

.074

.069

.059

.047

.039

.034

.030

.027

.025

.022

.021

.019

.293

.247

.219

.197

.180

.166

.154

.143

.134

.126

.167

.136

.117

.103

.093

.084

.077

.071

.065

.061

.053

.042

.035

.031

.027

.024

.022

.020

.018

.017

.229

.188

.164

.147

.134

.123

.114

.106

.099

.093

.131

.105

.089

.078

.070

.063

.058

.053

.049

.045

.042

.033

.027

.023

.021

.018

.017

.015

.014

.013

.170

.134

.114

.101

.091

.083

.076

.071

.066

.062

.098

.075

.063

.054

.048

.043

.039

.036

.033

.031

.031

.024

.019

.016

.014

.013

.011

.010

.009

.009

.115

.084

.068

.058

.051

.045

.041

.038

.035

.032

.067

.047

.038

.031

.027

.024

.021

.019

.018

.016

.022

.015

.012

.010

.008

.007

.006

.006

.005

.005

 cc

 w

 fc







RCR Ceiling Cavity Exitance Coefficients(CCEC)RCR:Room Cavity Ratio

80%

50% 30% 10%

20%

70%

50% 30% 10%

20%

50%

50% 30% 10%

20%

30%

50% 30% 10%

20%

10%

50% 30% 10%

20%

0

0

0

 0.0

 1.0

 2.0

 3.0

 4.0

 5.0

 6.0

 7.0

 8.0

 9.0

10.0

.877

.874

.867

.860

.854

.848

.842

.836

.831

.826

.821

.877

.848

.829

.814

.804

.795

.789

.783

.778

.774

.771

.877

.825

.796

.778

.765

.757

.751

.746

.743

.740

.738

.749

.747

.743

.738

.733

.728

.723

.719

.715

.711

.707

.749

.728

.713

.703

.695

.688

.683

.679

.675

.672

.670

.749

.710

.688

.674

.665

.658

.654

.650

.648

.646

.644

.512

.511

.509

.506

.504

.501

.499

.497

.495

.493

.491

.512

.501

.493

.488

.484

.481

.478

.476

.474

.472

.471

.512

.491

.480

.473

.468

.465

.463

.461

.459

.458

.457

.294

.294

.293

.293

.292

.291

.290

.289

.288

.287

.286

.294

.290

.287

.285

.284

.282

.281

.280

.280

.279

.278

.294

.286

.281

.279

.277

.276

.275

.274

.274

.273

.273

.094

.094

.094

.094

.094

.094

.093

.093

.093

.093

.093

.094

.093

.093

.093

.092

.092

.092

.092

.092

.092

.091

.094

.092

.092

.091

.091

.091

.091

.091

.091

.091

.091

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --



LUMINAIRES LIGHT DISTRIBUTION TEST REPORT Page 6 Of 15

UGR(Unified Glare Rating) Table

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

ceiling/cavity

walls

working plane

Room dimensions Viewed crosswise Viewed endwise

0.7 0.7

0.5 0.5

0.2 0.2

0.7 0.7

0.3 0.3

0.2 0.2

0.5 0.5

0.5 0.5

0.2 0.2

0.5 0.5

0.3 0.3

0.2 0.2

0.3 0.3

0.3 0.3

0.2 0.2

x =  2H y =  2H

     3H

     4H

     6H

     8H

    12H

     4H      2H

     3H

     4H

     6H

     8H

    12H

     8H      4H

     6H

     8H

    12H

    12H      4H

     6H

     8H

-26.8 -21.8-26.0 -21.0-25.6 -20.5-24.9 -19.9-23.1 -18.1

-22.0 -18.8-21.3 -18.1-20.8 -17.6-20.1 -16.9-18.4 -15.2

-19.8 -17.5-19.2 -16.9-18.6 -16.2-18.0 -15.7-16.3 -13.9

-18.5 -16.2-18.0 -15.7-17.3 -15.0-16.8 -14.5-15.0 -12.7

-17.0 -15.6-16.4 -15.0-15.7 -14.3-15.2 -13.8-13.4 -12.1

-15.6 -14.8-15.1 -14.3-14.4 -13.6-13.9 -13.1-12.1 -11.3

-23.3 -20.9-22.7 -20.3-22.1 -19.7-21.5 -19.1-19.8 -17.3

-19.4 -17.6-18.8 -17.1-18.1 -16.4-17.6 -15.9-15.9 -14.2

-17.2 -16.2-16.7 -15.7-16.0 -14.9-15.5 -14.5-13.8 -12.7

-15.7 -14.8-15.3 -14.4-14.5 -13.5-14.1 -13.2-12.3 -11.4

-15.0 -14.1-14.6 -13.7-13.7 -12.8-13.4 -12.5-11.6 -10.7

-14.4 -13.3-14.0 -12.9-13.1 -12.0-12.8 -11.7-11.0 -9.9

-16.2 -15.5-15.8 -15.1-15.0 -14.3-14.6 -13.9-12.8 -12.1

-14.3 -13.9-14.0 -13.6-13.1 -12.6-12.8 -12.3-11.0 -10.5

-13.5 -13.0-13.3 -12.7-12.3 -11.7-12.0 -11.5-10.2 -9.7

-13.1 -12.0-12.8 -11.8-11.8 -10.8-11.6 -10.5-9.8 -8.7

-16.1 -15.4-15.7 -15.0-14.8 -14.1-14.5 -13.8-12.7 -12.0

-14.1 -13.6-13.8 -13.4-12.8 -12.4-12.6 -12.1-10.8 -10.3

-13.2 -12.7-12.9 -12.4-11.9 -11.4-11.7 -11.2-9.8 -9.4

Variations with the observer position at spacings:

S = 1.0H + 1.4 / - 1.0 + 0.1 / - 0.1

    1.5H + 2.3 / - 1.3 + 0.2 / - 0.2

    2.0H + 2.9 / - 1.2 + 0.3 / - 0.5

CIE Pub.117,  401.4 lm Total Lamp Luminous Flux Correct (8log(F/F0) = -3.2)

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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UTILIZATION FACTORS TABLE

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

REFLECTANCE

Ceiling

Walls

Working plane

0.8

0.7

0.2

0.8

0.5

0.2

0.8

0.3

0.2

0.7

0.7

0.2

0.7

0.5

0.2

0.7

0.3

0.2

0.5

0.7

0.2

0.5

0.5

0.2

0.5

0.3

0.2

0

0

0

ROOM INDEX UTILIZATION FACTORS(PERCENT)  k(RI) x RCR = 5

k = 0.60 30 19 13 26 16 11 20 12 8 0

0.80 38 26 18 34 23 16 25 17 12 0

1.00 45 32 24 39 28 21 29 21 15 0

1.25 52 39 30 45 34 26 33 25 19 0

1.50 57 44 35 50 39 31 36 28 23 1

2.00 65 53 44 56 46 38 40 33 28 1

2.50 70 59 50 60 51 44 43 37 32 2

3.00 73 63 55 64 55 48 45 40 35 2

4.00 78 70 63 68 61 55 49 44 39 3

5.00 82 74 68 71 64 59 50 46 42 4

ROOM INDEX UF(total) Direct

According to DIN EN 13032-2 2004 SHRNOM = 1.25Suspended

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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ISOCANDELA DIAGRAM

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

-90
-90

-80

-80

-70

-70

-60

-60

-50

-50

-40

-40

-30

-30

-20

-20

-10

-10

0

0

10

10

20

20

30

30

40

40

50

50

60

60

70

70

80

80

90

90

HORIZONTAL(DEG)

V
E
R
T
I
C
A
L
(
D
E
G
)

Imax:179.6(H0.0,V148.0)
 (At:C=270.0,Gamma=148.0)

UNIT: cd

10% 17.96
20% 35.92
30% 53.88
40% 71.83
50% 89.79
60% 107.8
70% 125.7
80% 143.7
90% 161.6

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Temperature:24.3DEG Humidity:65.0%

Test Distance:2.500m [K=4.0000]Operators:Bing Qin
Test Date:2019-01-11 Remarks: --
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AAI Figure

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

1m 159.37cm0.0370,0.1214lx

2m 318.74cm0.0093,0.0304lx

3m 478.12cm0.0041,0.0135lx

4m 637.49cm0.0023,0.0076lx

5m 796.86cm0.0015,0.0049lx

6m 956.23cm0.0010,0.0034lx

7m 1115.61cm0.0008,0.0025lx

8m 1274.98cm0.0006,0.0019lx

9m 1434.35cm0.0005,0.0015lx

10m 1593.72cm0.0004,0.0012lx

Height Eavg,Emax DiameterAngle:77.10deg

Flux out:0.0763 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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ISOLUX DIAGRAM

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

1175.1' 358.18m

940.1' 286.55m

286.55m

940.1'

705.1' 214.91m

470.1' 143.27m

143.27m

470.1'

235.0' 71.64m

  0.0'  0.00m

0.00m

0.0'

235.0' 71.64m

470.1' 143.27m

143.27m

470.1'

705.1' 214.91m

940.1' 286.55m

286.55m

940.1'

1175.1' 358.18m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.0006lx 5.689e-005fc

  5% 0.0010lx 9.482e-005fc

 10% 0.0020lx 0.0001896fc

 30% 0.0061lx 0.0005689fc

 50% 0.0102lx 0.0009482fc

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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Planar Illuminance Curve

Planar Illuminance Curve

-25 -20 -15 -10 -5 0 5 10 15 20 25

Distance(m)

0

0.0025

0.005

0.0075

0.01

0.0125

0.015

0.0175

0.02

0.0225

0.025
E(lx) MH = 10 m

C0/180

C90/270

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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LUMINOUS DISTRIBUTION INTENSITY DATA

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 0.04

5 0.07

10 0.06

15 0.05

20 0.05

25 0.05

30 0.04

35 0.04

40 0.04

45 0.04

50 0.04

55 0.08

60 0.14

65 0.20

70 0.25

75 0.20

80 0.18

85 0.13

90 0.11

95 1.12

100 3.62

105 7.27

110 11.6

115 16.4

120 21.5

125 25.5

130 28.1

135 28.4

140 42.9

145 57.3

150 73.8

155 90.4

160 111

165 125

170 139

175 140

180 140

5

0.04

0.06

0.07

0.06

0.06

0.05

0.04

0.04

0.04

0.04

0.03

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.93

3.22

5.99

9.09

12.3

14.9

16.3

16.4

28.5

43.4

66.4

86.7

108

123

138

140

140

10

0.04

0.06

0.07

0.07

0.06

0.05

0.04

0.04

0.04

0.04

0.03

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.05

1.16

2.52

4.09

5.76

7.09

7.97

8.35

17.2

31.6

59.6

83.4

105

122

137

139

140

15

0.04

0.05

0.07

0.07

0.06

0.05

0.05

0.04

0.03

0.04

0.04

0.05

0.06

0.08

0.10

0.12

0.09

0.02

0.03

0.07

0.24

0.46

0.73

1.10

1.51

2.01

2.63

3.62

9.02

21.8

51.8

78.4

100

121

137

139

140

20

0.04

0.06

0.07

0.07

0.07

0.06

0.05

0.04

0.04

0.04

0.04

0.05

0.06

0.08

0.10

0.11

0.09

0.02

0.03

0.00

0.00

0.00

0.00

0.00

0.00

0.14

0.51

1.28

4.47

13.1

34.7

64.8

88.5

121

136

139

140

25

0.04

0.06

0.07

0.07

0.07

0.06

0.06

0.06

0.05

0.05

0.04

0.06

0.07

0.09

0.11

0.12

0.10

0.03

0.03

0.01

0.00

0.00

0.00

0.00

0.00

0.00

0.18

0.67

2.12

6.35

17.5

49.3

74.9

119

135

138

140

30

0.04

0.06

0.07

0.07

0.07

0.07

0.07

0.07

0.05

0.05

0.04

0.07

0.09

0.11

0.12

0.12

0.11

0.05

0.04

0.06

0.13

0.21

0.30

0.40

0.52

0.66

0.83

1.03

1.26

1.58

2.70

33.5

60.5

114

135

138

140

35

0.04

0.06

0.06

0.07

0.07

0.07

0.07

0.08

0.06

0.06

0.05

0.07

0.09

0.11

0.12

0.12

0.10

0.05

0.05

0.06

0.11

0.17

0.24

0.31

0.39

0.48

0.59

0.70

0.58

0.07

0.00

20.4

48.0

99.5

134

138

140

40

0.04

0.06

0.06

0.07

0.08

0.08

0.08

0.08

0.06

0.07

0.06

0.07

0.10

0.11

0.12

0.12

0.10

0.06

0.06

0.06

0.10

0.15

0.20

0.25

0.31

0.38

0.46

0.54

0.43

0.00

0.00

9.36

36.3

82.9

133

138

140

45

0.04

0.06

0.06

0.08

0.08

0.09

0.09

0.09

0.06

0.09

0.07

0.07

0.11

0.12

0.12

0.11

0.09

0.06

0.06

0.07

0.10

0.13

0.17

0.22

0.27

0.33

0.40

0.48

0.57

0.69

0.86

1.17

25.4

67.3

132

137

140

50

0.04

0.05

0.06

0.08

0.09

0.09

0.09

0.08

0.07

0.09

0.07

0.08

0.12

0.12

0.12

0.11

0.09

0.06

0.07

0.07

0.09

0.12

0.15

0.18

0.22

0.26

0.31

0.37

0.44

0.53

0.61

0.00

15.5

61.1

131

137

140

55

0.04

0.05

0.06

0.07

0.09

0.10

0.10

0.08

0.08

0.09

0.07

0.10

0.13

0.13

0.12

0.12

0.09

0.06

0.07

0.07

0.08

0.10

0.12

0.15

0.17

0.21

0.24

0.29

0.34

0.41

0.46

0.00

7.21

57.0

129

137

140

60

0.04

0.05

0.06

0.07

0.10

0.10

0.10

0.08

0.09

0.09

0.06

0.12

0.13

0.13

0.13

0.12

0.09

0.06

0.07

0.07

0.08

0.09

0.10

0.12

0.14

0.16

0.19

0.23

0.26

0.32

0.39

0.50

1.08

53.6

125

137

140

65

0.04

0.05

0.06

0.08

0.09

0.11

0.10

0.08

0.10

0.09

0.07

0.12

0.13

0.13

0.12

0.11

0.09

0.07

0.07

0.07

0.07

0.08

0.08

0.10

0.11

0.12

0.15

0.17

0.20

0.23

0.28

0.37

0.00

46.3

118

137

140

70

0.04

0.05

0.06

0.08

0.09

0.11

0.10

0.09

0.10

0.08

0.09

0.12

0.13

0.13

0.12

0.11

0.09

0.07

0.07

0.06

0.07

0.07

0.07

0.08

0.08

0.09

0.11

0.12

0.14

0.17

0.20

0.27

0.00

38.8

110

137

140

75

0.04

0.05

0.06

0.08

0.08

0.11

0.10

0.09

0.10

0.07

0.10

0.12

0.13

0.12

0.12

0.10

0.08

0.07

0.06

0.06

0.06

0.06

0.06

0.06

0.06

0.07

0.08

0.09

0.10

0.12

0.14

0.19

0.26

31.7

103

137

140

80

0.04

0.05

0.06

0.08

0.09

0.11

0.10

0.10

0.10

0.07

0.10

0.12

0.12

0.12

0.11

0.10

0.08

0.07

0.06

0.06

0.06

0.05

0.05

0.04

0.04

0.04

0.05

0.06

0.06

0.08

0.09

0.13

0.16

25.8

97.3

136

140

85

0.04

0.05

0.06

0.08

0.09

0.11

0.10

0.10

0.10

0.08

0.10

0.11

0.12

0.11

0.10

0.09

0.08

0.07

0.06

0.06

0.05

0.05

0.04

0.04

0.03

0.03

0.04

0.04

0.04

0.05

0.06

0.09

0.12

21.6

93.4

136

140

90

0.04

0.05

0.06

0.09

0.10

0.11

0.09

0.10

0.10

0.08

0.10

0.11

0.11

0.11

0.10

0.09

0.08

0.07

0.06

0.06

0.05

0.05

0.04

0.03

0.03

0.02

0.03

0.03

0.03

0.04

0.05

0.07

0.12

19.6

91.6

136

140

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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LUMINOUS DISTRIBUTION INTENSITY DATA

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

  (DEG)

C(DEG)
  Table--2 UNIT: cd

95

0 0.04

5 0.05

10 0.06

15 0.08

20 0.10

25 0.11

30 0.09

35 0.10

40 0.10

45 0.07

50 0.10

55 0.11

60 0.12

65 0.11

70 0.11

75 0.10

80 0.08

85 0.06

90 0.06

95 0.06

100 0.05

105 0.05

110 0.04

115 0.03

120 0.03

125 0.03

130 0.03

135 0.03

140 0.04

145 0.04

150 0.06

155 0.08

160 0.11

165 21.8

170 93.0

175 137

180 140

100

0.04

0.05

0.06

0.08

0.11

0.11

0.09

0.09

0.10

0.07

0.10

0.11

0.12

0.12

0.11

0.10

0.09

0.06

0.06

0.06

0.06

0.05

0.04

0.04

0.04

0.04

0.04

0.05

0.05

0.06

0.08

0.11

0.14

26.1

96.5

137

140

105

0.04

0.05

0.06

0.08

0.11

0.11

0.09

0.09

0.10

0.07

0.10

0.11

0.12

0.12

0.12

0.11

0.09

0.06

0.06

0.07

0.06

0.05

0.05

0.05

0.05

0.05

0.06

0.07

0.08

0.10

0.12

0.16

0.22

31.9

102

137

140

110

0.04

0.06

0.06

0.09

0.11

0.11

0.09

0.08

0.10

0.08

0.09

0.12

0.12

0.13

0.13

0.12

0.10

0.07

0.07

0.07

0.06

0.06

0.06

0.07

0.07

0.08

0.09

0.10

0.12

0.14

0.17

0.22

0.00

38.4

110

137

140

115

0.04

0.06

0.06

0.09

0.11

0.11

0.09

0.08

0.10

0.08

0.08

0.12

0.13

0.13

0.13

0.12

0.10

0.07

0.07

0.07

0.07

0.07

0.08

0.09

0.09

0.11

0.13

0.14

0.17

0.20

0.24

0.30

0.00

45.2

118

137

140

120

0.04

0.06

0.06

0.09

0.11

0.11

0.09

0.08

0.09

0.09

0.07

0.12

0.13

0.13

0.13

0.13

0.11

0.07

0.07

0.07

0.08

0.08

0.09

0.11

0.12

0.14

0.17

0.20

0.23

0.27

0.32

0.41

0.93

52.0

125

137

140

125

0.04

0.07

0.07

0.09

0.11

0.10

0.10

0.08

0.08

0.09

0.05

0.10

0.13

0.13

0.13

0.13

0.11

0.07

0.07

0.07

0.08

0.09

0.11

0.13

0.15

0.18

0.21

0.25

0.29

0.34

0.36

0.00

8.12

55.9

127

138

140

130

0.04

0.07

0.07

0.09

0.10

0.10

0.10

0.08

0.07

0.09

0.04

0.08

0.13

0.13

0.13

0.13

0.11

0.07

0.06

0.07

0.08

0.10

0.13

0.16

0.19

0.23

0.27

0.32

0.38

0.44

0.47

0.00

17.5

60.4

129

138

140

135

0.04

0.07

0.08

0.09

0.10

0.09

0.09

0.08

0.06

0.08

0.03

0.06

0.12

0.13

0.13

0.13

0.11

0.07

0.06

0.07

0.09

0.12

0.15

0.19

0.24

0.29

0.35

0.42

0.49

0.58

0.70

0.93

28.2

66.8

129

138

140

140

0.04

0.07

0.08

0.10

0.10

0.09

0.09

0.08

0.06

0.07

0.03

0.06

0.11

0.13

0.13

0.13

0.11

0.07

0.06

0.06

0.09

0.12

0.17

0.22

0.27

0.33

0.39

0.46

0.45

0.00

0.00

9.32

38.8

81.3

130

139

140

145

0.04

0.07

0.08

0.11

0.10

0.09

0.09

0.08

0.07

0.07

0.04

0.07

0.10

0.12

0.13

0.13

0.12

0.07

0.05

0.06

0.09

0.14

0.20

0.27

0.34

0.42

0.51

0.61

0.60

0.00

0.00

20.3

49.7

96.3

131

139

140

150

0.04

0.08

0.08

0.11

0.10

0.09

0.08

0.08

0.07

0.06

0.05

0.08

0.09

0.11

0.13

0.14

0.12

0.07

0.04

0.06

0.10

0.17

0.26

0.36

0.47

0.59

0.74

0.90

1.10

1.35

2.65

32.8

60.7

109

132

140

140

155

0.04

0.08

0.07

0.10

0.10

0.08

0.08

0.07

0.07

0.06

0.05

0.07

0.07

0.10

0.12

0.12

0.11

0.05

0.04

0.03

0.01

0.00

0.00

0.00

0.00

0.00

0.00

0.29

1.23

6.04

15.8

46.2

72.6

113

133

140

140

160

0.04

0.07

0.07

0.09

0.09

0.08

0.07

0.06

0.06

0.05

0.05

0.06

0.07

0.08

0.10

0.11

0.10

0.04

0.04

0.02

0.02

0.00

0.00

0.00

0.00

0.00

0.27

0.80

2.69

12.6

31.2

59.2

83.4

113

134

140

140

165

0.04

0.07

0.06

0.07

0.09

0.08

0.07

0.05

0.05

0.05

0.04

0.05

0.07

0.08

0.10

0.11

0.10

0.04

0.04

0.05

0.20

0.42

0.68

1.02

1.44

1.94

2.55

3.35

6.30

20.8

46.5

70.8

92.5

113

135

141

140

170

0.04

0.08

0.07

0.07

0.09

0.07

0.06

0.05

0.04

0.04

0.04

0.05

0.07

0.10

0.13

0.13

0.12

0.05

0.04

0.16

0.76

1.67

2.80

4.14

5.85

7.57

8.94

10.0

14.0

30.1

56.0

78.5

97.7

114

136

141

140

175

0.04

0.08

0.08

0.08

0.09

0.07

0.06

0.05

0.04

0.04

0.04

0.05

0.09

0.13

0.17

0.17

0.14

0.08

0.04

0.33

1.58

3.50

5.91

8.71

12.3

15.8

18.2

19.7

24.6

40.9

63.0

83.6

100

115

137

141

140

180

0.04

0.08

0.09

0.09

0.09

0.07

0.06

0.05

0.04

0.03

0.03

0.06

0.12

0.18

0.24

0.21

0.18

0.12

0.04

0.56

2.66

5.92

10.0

14.7

20.8

26.6

30.4

32.3

38.1

53.2

67.5

86.3

100

116

137

142

140

185

0.04

0.07

0.07

0.07

0.06

0.05

0.03

0.03

0.03

0.01

0.00

0.19

0.49

0.79

0.93

0.88

0.94

3.18

4.74

7.03

10.8

16.1

22.5

29.3

37.0

44.6

51.4

56.9

64.3

76.1

86.5

98.3

109

124

140

143

140

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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LUMINOUS DISTRIBUTION INTENSITY DATA

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

  (DEG)

C(DEG)
  Table--3 UNIT: cd

190

0 0.04

5 0.05

10 0.06

15 0.05

20 0.04

25 0.04

30 0.02

35 0.02

40 0.02

45 0.00

50 0.00

55 0.41

60 1.01

65 1.66

70 2.12

75 2.27

80 2.22

85 7.03

90 10.0

95 13.9

100 19.2

105 26.1

110 34.2

115 42.7

120 51.6

125 60.7

130 69.6

135 77.8

140 86.3

145 95.6

150 103

155 110

160 117

165 130

170 143

175 143

180 140

195

0.04

0.05

0.04

0.04

0.03

0.03

0.00

0.01

0.01

0.01

0.01

0.72

1.67

2.79

3.81

4.37

4.05

11.7

15.9

21.1

27.7

35.9

45.3

55.0

64.7

74.9

85.1

95.1

104

112

117

120

125

136

146

144

140

200

0.04

0.04

0.04

0.03

0.02

0.03

0.00

0.01

0.01

0.03

0.16

1.09

2.49

4.33

6.46

7.88

6.58

17.6

22.8

29.2

36.9

45.7

55.6

65.7

76.0

86.5

97.0

107

117

124

129

131

135

142

148

145

140

205

0.04

0.04

0.04

0.03

0.02

0.02

0.00

0.01

0.01

0.07

0.40

1.55

3.44

6.03

9.27

11.6

9.53

23.9

30.0

37.3

45.9

55.1

65.2

75.6

86.0

96.6

107

117

126

133

138

141

143

146

150

146

140

210

0.04

0.04

0.04

0.03

0.03

0.03

0.00

0.01

0.01

0.12

0.70

2.12

4.48

7.77

11.9

15.0

12.8

30.4

37.1

45.2

54.5

64.1

74.3

84.6

95.0

105

115

125

133

140

145

149

151

150

151

147

140

215

0.04

0.04

0.04

0.03

0.03

0.02

0.00

0.01

0.00

0.20

1.12

2.91

5.60

9.19

13.2

16.6

15.4

36.3

43.6

52.3

62.3

72.4

83.1

93.6

104

114

123

132

140

147

151

154

155

153

153

148

140

220

0.04

0.04

0.04

0.03

0.03

0.02

0.00

0.01

0.00

0.30

1.57

3.75

6.77

10.6

14.1

17.5

18.7

42.0

49.6

58.8

69.3

80.1

91.1

102

112

122

131

139

146

152

156

158

159

157

154

148

140

225

0.04

0.04

0.04

0.03

0.03

0.02

0.00

0.01

0.01

0.41

2.00

4.60

7.98

12.1

15.0

17.9

22.9

47.2

55.1

64.6

75.4

86.8

98.3

109

119

129

137

145

151

156

160

161

161

159

156

149

140

230

0.04

0.04

0.04

0.03

0.03

0.02

0.00

0.01

0.04

0.53

2.29

5.27

9.25

13.8

16.1

17.2

30.0

51.6

59.7

69.4

80.6

92.3

104

115

126

135

143

151

156

161

164

165

164

161

157

150

140

235

0.04

0.04

0.04

0.03

0.03

0.02

0.00

0.01

0.08

0.66

2.55

5.92

10.5

15.6

17.4

16.7

37.6

55.5

63.7

73.5

84.9

97.0

109

121

131

141

149

156

161

165

167

168

166

163

158

150

140

240

0.04

0.04

0.04

0.03

0.03

0.02

0.00

0.01

0.13

0.80

2.82

6.55

11.6

17.6

18.8

16.7

45.0

58.9

67.0

77.0

88.5

101

113

125

136

145

153

160

165

168

170

170

168

164

159

150

140

245

0.04

0.04

0.03

0.02

0.02

0.02

0.00

0.03

0.22

0.98

3.24

7.33

12.5

20.2

20.8

19.1

50.4

61.5

69.8

79.8

91.5

104

116

128

139

149

157

164

168

172

173

172

170

166

159

151

140

250

0.04

0.03

0.03

0.01

0.01

0.02

0.00

0.04

0.30

1.15

3.64

8.06

13.3

22.8

22.7

22.0

54.7

63.6

71.9

82.1

93.9

106

119

131

142

152

160

167

171

174

175

174

171

167

160

151

140

255

0.04

0.03

0.03

0.00

0.00

0.02

0.00

0.05

0.35

1.26

3.98

8.69

14.1

25.0

24.1

24.9

57.8

65.2

73.6

83.8

95.7

108

121

133

144

154

162

169

174

176

177

176

173

168

160

151

140

260

0.04

0.04

0.03

0.01

0.01

0.02

0.00

0.04

0.32

1.22

4.15

9.12

15.1

26.2

23.6

26.7

59.3

66.3

74.8

85.1

97.1

110

122

134

145

155

164

171

175

178

178

177

173

168

161

151

140

265

0.04

0.04

0.04

0.02

0.01

0.02

0.00

0.03

0.26

1.11

4.18

9.34

16.0

27.0

22.7

27.9

60.0

67.0

75.6

86.0

98.0

111

123

135

146

156

165

172

177

179

179

177

174

168

161

151

140

270

0.04

0.04

0.04

0.03

0.02

0.01

0.00

0.02

0.18

0.96

4.08

9.32

16.4

27.2

21.9

28.5

59.9

67.3

75.9

86.4

98.3

111

123

135

147

157

165

172

177

179

179

178

174

168

161

151

140

275

0.04

0.04

0.04

0.03

0.03

0.01

0.00

0.01

0.12

0.80

3.72

8.84

15.9

27.0

22.6

28.3

59.8

67.2

75.8

86.3

98.2

111

123

135

146

156

165

172

176

179

179

177

173

168

160

151

140

280

0.04

0.05

0.05

0.04

0.03

0.01

0.00

0.01

0.07

0.64

3.29

8.18

14.9

26.3

23.5

27.4

59.3

66.7

75.3

85.7

97.6

110

123

135

146

156

164

171

175

178

178

177

173

167

160

150

140

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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LUMINOUS DISTRIBUTION INTENSITY DATA

SPEC.:

MFR.: ACCESS LIGHTING CORP

Test:U:120.0V I:0.0608A P:7.100W PF:0.9727 Freq:60.00Hz  Lamp Flux:401.443x1 lm

NAME: 62237LEDD TYPE:LED Wall Lamp

DIM.: 305×205×70mm

SUR.:200×65mm

WEIGHT:--

SERIAL No.:2019011104

Shielding Angle:

  (DEG)

C(DEG)
  Table--4 UNIT: cd

285

0 0.04

5 0.05

10 0.05

15 0.04

20 0.03

25 0.01

30 0.00

35 0.00

40 0.03

45 0.50

50 2.83

55 7.44

60 13.8

65 25.1

70 23.9

75 25.9

80 58.3

85 65.7

90 74.3

95 84.6

100 96.5

105 109

110 122

115 133

120 144

125 154

130 163

135 169

140 174

145 176

150 177

155 176

160 172

165 167

170 159

175 150

180 140

290

0.04

0.05

0.05

0.04

0.03

0.02

0.00

0.00

0.02

0.42

2.48

6.84

12.9

22.6

22.3

23.3

57.5

64.3

72.8

83.1

94.9

107

120

132

142

152

160

167

171

174

175

174

171

166

159

149

140

295

0.04

0.05

0.05

0.05

0.04

0.02

0.00

0.01

0.02

0.37

2.20

6.26

12.0

19.9

20.3

20.5

55.8

62.3

70.8

81.0

92.7

105

117

129

139

149

157

163

168
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C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 - 180DEG
 



Test Speed: MEDIUM
Temperature:24.3DEG
Operators:Bing Qin
Test Date:2019-01-11

 Interval:  0.5DEG
Test System:EVERFINE GO-R3000_V2 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:2.500m [K=1.0000]
Remarks: --
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Announcement 

1. This report cannot be reproduced in any form without prior written approval of 

Zhongshan Bontek Compliance Testing Laboratory Co., Ltd.   

2. The report is invalid if there is any alteration or loss of page. 

3. Please feel free to contact us if any concern or question of the report 

4. Zhongshan Bontek Compliance Testing Laboratory Co., Ltd assumes full responsibility 

  to the test result presented in this report only to the item tested. 

 

   

Tested by:   Zhongshan Bontek Compliance Testing Laboratory Co., Ltd.     

Address:    Tongyi Industrial Zone Dongxing East Road, Gu Zhen Town, Zhongshan City, Guang Dong Province, 

China. 

Tel：0760‐ 22386277 

Fax：0760‐ 22349648‐8012 

Email：bontek01@zslts.com 

Code：528421 

Web:    www.drlts.cn 
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