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Sample Description
Luminaire Type Pendant3lts- Fabric Model/Type 64065 (PENTK1)
Input Type X AC [JDbc Rated Voltage 120VAC,60Hz
Rated Wattage 30w Lamp Rated Flux N/A
Lamp Type LED Lamp Model N/A
Power Supply Type  LED driver Power Supply Model Not Provided
Luminous Length N/A Luminous Width N/A
Luminous Diameter 450 mm Luminous Height 140 mm
Sample Code of lab. 201022110001
Test Condition
Temperature 25.0°C Humidity 65%
Test Equipment LC-1-902 GMS-2000 Test Mode C-Gamma

Test Date 2020-10-23 Test Method Absolutely photometric
Azimuth (C) 15 Elevation (Gamma) 5

Test distance 30.02m Uncertainty Considered

Stabilization 2 hours

Characteristics

Input Voltage 120.05V Input Current 0.252 A

Wattage 27.56 W Power Factor 0.912

Total lumens 2573.28 Im Luminous Efficacy 93.37 ImW

Luminaire Efficiency  100% Central Intensity 254.950 cd

Max intensity 375.440 cd Angle of max intensity C=195.0,Gamma=135.0
Maximum S/H CO0_180= 1.34,C90_270= 1.40 CIE Type Semi-Indirect
Luminance Data (cd/m?)

Gamma 45 50 55 60 65 70 75 80 85
Co 1293 1243 1197 1153 1119 1090 1071 1062 1069
C45 1270 1212 1163 1122 1090 1058 1038 1028 1030
C90 1251 1199 1145 1100 1066 1033 1010 995 989
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Light Distribution Curve(cd)
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Field angle(10%Imax):C0/180Lcft:0.0 Right:0.0
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Beam Angle(50%Imax):C0/180Left:0.0 Right:0.0
:C90/270Left:0.0 Right:0.0
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Zonal flux distribution table
() Average I(cd) Zonal F(Im) Sum F(Im) Eff Flux(%) Eff Sum(%)

0.0 248.438 0.000 0 0.00% 0.00%
3.0 247977 5.934 5.934 0.23% 0.23%
10.0 248.502 17.761 23.695 0.69% 0.92%
15.0 247.635 29.431 33.126 1.14% 2.06%
200 244.663 40.572 93.698 1.58% 3.64%
25.0 238.874 50.714 144.412 1.97% 5.61%
30.0 231.113 59.477 203.89 2.31% 7.92%
35.0 220.407 66.490 270.379 2.58% 10.51%
40.0 207.209 71.344 341.724 2.77% 13.28%
45.0 192.729 74.052 415.775 2.88% 16.16%
50.0 176.312 74.570 490.346 2.90% 19.06%
55.0 160.061 73.139 563.484 2.84% 21.90%
60.0 144,203 70.330 633.814 2.73% 24.63%
63.0 128.357 66.260 700.074 2.57% 27.21%
70.0 113.292 61.187 761.261 2.38% 29.58%
75.0 98.880 55.459 816.72 2.16% 31.74%
80.0 85.190 49.252 865.972 1.91% 33.65%
85.0 72.498 42.847 908.819 1.67% 35.32%
90.0 67.432 38.314 947.133 1.49% 36.81%
93.0 94,427 44318 991.452 1.72% 38.53%
100.0 144.519 64.927 1056.379 2.52% 41.05%
105.0 197.047 91.394 1147.773 3.35% 44.60%
110.0 243.448 115.138 1262911 4.47% 49.08%
115.0 282.166 133.089 1396 5.17% 54.25%
120.0 311.650 144.358 1540.358 5.61% 59.86%
125.0 334.574 149.373 1689.731 5.80% 65.66%
130.0 346.654 148.122 1837.852 5.76% 71.42%
135.0 348.603 140.487 1978.339 5.46% 76.88%
140.0 340.980 127.682 2106.021 4.96% 81.84%
145.0 332.577 112.378 2218.399 4.37% 86.21%
150.0 326.486 97.052 2315.451 3.77% §9.98%
155.0 322,228 8§2.095 2397.546 3.19% 93.17%
160.0 320.046 67.363 2464.909 2.62% 95.79%
165.0 303.682 51.404 2516313 2.00% 97.79%
170.0 264.393 33.098 2550.011 1.31% 99.10%
175.0 253.786 18.537 2568.548 0.72% 99.82%
180.0 141.706 4.728 2573.276 0.18% 100.00%
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ISO illuminance diagram(Lux)
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Lux distance Curve
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Utilization factor table
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Intensity data(cd)
Cr(®) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 254.95 25441 255.04 255.04 253.33 24891 241.61 231.16 217.73
15.0 251.98 249.99 251.07 251.07 249.45 24549 238.10 227.91 215.03
30.0 249.90 247.11 248.19 248.37 246.84 242.60 235.48 226.92 215.57
45.0 249.00 24558 246.75 246.75 24477 240.53 233.50 227.01 214.94
60.0 248.37 245.04 246.03 245.85 243.77 239.00 234.85 226.74 214.04
75.0 247.20 244.05 245.04 244.59 24242 237.29 234.49 225.39 212.86
90.0 246.84 243.59 244 41 243.86 241.43 236.38 232.96 224.40 211.15
105.0 247.47 24441 244.77 244.14 24143 235.84 231.25 223.05 210.34
120.0 247.38 244.68 244.86 243.86 24098 23548 227.10 221.06 208.54
135.0 246.75 244.68 244.50 243.50 240.53 234.85 226.47 215.48 206.28
150.0 245.49 244.86 244 .86 243.59 240.44 234.94 226.38 215.21 201.42
165.0 245.94 245.67 245.76 244.14 241.01 235.84 227.01 216.11 20241
180.0 254.95 255.85 255.67 253.42 249.00 241.52 230.98 218.27 204.48
195.0 251.98 253.15 253.06 251.07 246.66 239.18 229.27 217.19 203.67
210.0 249.90 251.43 25143 249.54 245.13 237.92 228.00 216.29 202.68
225.0 249.00 250.26 250.53 248.91 244.77 237.56 228.00 215.66 201.60
240.0 248.37 249.54 249.81 248.28 244.68 237.74 228.18 215.84 201.42
255.0 247.20 248.55 248.82 247.83 24432 238.19 228.54 216.47 201.78
270.0 246.84 248.19 248.91 247.92 24495 238.55 229.45 217.10 202.59
285.0 247.47 248.82 249.63 248.73 24540 23945 230.35 218.09 203.49
300.0 247.38 248.82 249.63 248.82 245.76 239.63 234.94 218.45 204.30
315.0 246.75 248.19 249.09 249.09 24540 239.27 230.26 218.90 20547
330.0 245.49 247.65 248.55 247.92 24486 238.73 230.08 218.81 20592
345.0 245.94 246.93 247.65 246.93 244.05 238.10 229.45 218.27 205.29
360.0 254.95 25441 255.04 255.04 253.33 24891 241.61 231.16 217.73
ChH(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 203.04 187.00 170.96 154.65 139.06 123.82 109.23 95.26 81.92
15.0 201.06 185.02 168.61 151.94 136.80 121.75 108.05 94.00 81.20
30.0 200.25 183.39 166.99 150.95 13599 120.94 106.70 92.73 79.85
45.0 199.35 182.40 166.18 150.50 13545 120.22 105.89 92.19 78.95
60.0 199.08 182.40 165.82 150.68 135.18 120.40 105.98 91.74 78.76
75.0 197.45 181.50 165.55 149.78 134.82 119.59 105.26 2093 77.86
90.0 196.37 180.42 163.57 147.53 132.57 117.34 103.01 89.22 75.79
105.0 195.20 178.17 160.86 144.64 129.59 114.27 99.94 85.70 72.73
120.0 193.04 175.82 158.43 141.31 126.08 110.67 96.43 82.73 69.39
135.0 191.14 174.29 156.36 139.42 123.64 108.32 94.09 80.39 6741
150.0 189.43 173.30 156.18 138.97 12346 108.32 93.91 79.85 67.05
165.0 187.72 172.67 156.90 140.32 124.82 109.50 94.99 81.38 68.67
180.0 189.16 173.57 157.71 141.13 125.00 109.68 94.72 81.02 68.22
195.0 188.98 173.30 157.71 141.40 125.90 110.67 95.71 82.19 69.03
210.0 187.99 172.76 157.17 141.31 125.18 110.22 95.71 81.92 69.21
225.0 187.00 171.68 156.00 139.69 123.55 108.50 93.72 80.03 67.68
240.0 186.28 170.51 153.93 137.61 122.11 106.52 92.28 78.58 66.78
255.0 186.10 169.43 153.29 136.89 121.48 106.52 91.83 7849 66.69
270.0 186.91 170.15 153.47 145.45 121.30 106.52 92.46 79.13 67.32
285.0 195.92 171.77 155.55 139.24 123.28 108.59 94.45 81.20 69.12
300.0 189.70 173.66 157.89 142.30 126.53 111.75 96.88 83.63 71.38
315.0 191.41 17591 160.50 144.55 128.87 114.09 99.76 86.15 73.90
330.0 192.05 176.73 161.40 145.63 130.22 11553 101.29 88.14 75.52
345.0 190.87 175.64 160.41 145.00 129.68 115.26 100.84 87.96 75.52
360.0 203.04 187.00 170.96 154.65 139.06 123.82 109.23 95.26 81.92
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Intensity data(cd)

CH(®) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0
0.0 69.93 82.04 119.86 164.38 214.04 265.94 312.81 341.01 355.25
15.0 6G9.75 78.31 108.23 145.81 190.78 240.17 283.43 319.75 342.10
30.0 68.67 7750 107.60 145.36 187.90 234.85 275.50 306.86 322.72
45.0 67.86 81.29 121.39 167.17 213.58 264.50 301.18 322.63 340.74
60.0 67.50 79.85 129.68 184.66 232.69 274.51 300.73 323.17 342.64
75.0 66.78 79.13 135.36 200.07 244.77 27153 298.39 325.33 34597
90.0 65.07 81.74 137.97 201.60 243.23 27036 298.75 325.06 346.33
105.0 62.36 82.37 135.81 192.77 24044 273.60 301.09 327.77 347.59
120.0 59.39 83.54 133.20 179.34 228.81 275.14 305.42 328.49 344.62
135.0 57.50 80.48 116.98 160.68 20692 25531 291.90 318.84 331.10
150.0 57.32 79.49 113.73 159.69 208.72 257.11 292.71 318.48 321.82
165.0 58.94 85.70 132.12 186.10 237.65 285.59 314.52 327.95 336.96
180.0 74.89 118.51 185.56 240.98 288.83 316.59 340.20 357.51 356.06
195.0 76.06 12392 192.77 252.70 281.72 310.19 335.88 356.33 368.59
210.0 75.88 121.93 191.32 250.35 278.20 306.86 333.44 354.62 367.87
225.0 73.90 119.32 177.45 232.15 279.28 306.59 319.84 350.12 363.18
240.0 72.55 112.83 159.51 187.45 260.54 304.97 327.05 342.10 34345
255.0 61.91 96.61 137.97 185.20 23593 279.28 309.92 324.16 32191
270.0 69.12 99.94 144.28 196.91 24549 29145 324.34 343.18 340.38
285.0 68.58 102.11 157.44 213.22 264.86 308.75 332.72 350.21 358.14
300.0 68.58 99.85 162.04 223.05 272.25 301.36 326.23 346.51 360.57
315.0 69.30 99.58 162.13 234.40 267.39 292.71 318.57 340.47 356.88
330.0 68.85 100.75 158.52 222.96 264.77 290.28 316.14 339.30 35543
345.0 67.68 98.86 147.53 202.14 253.96 294.33 318.84 339.93 349.40
360.0 69.93 82.64 119.86 164.38 214.04 265.94 312.81 341.01 355.25
ChHy(°) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0
0.0 360.03 345.88 319.02 310.91 31091 31046 316.23 294.78 284.96
15.0 33858  317.22  299.74 29379 28739 27946  271.53 24630 24332
30.0 325.24 309.74 297.31 293.34 286.85 277.84 265.58 242.33 243.86
45.0 349.85 341.10 320.56 309.29 304.16 313.35 305.96 242.51 241.97
60.0 352.37 355.97 358.14 352.82 346.15 343.00 330.83 243.50 238.91
75.0 359.04 366.52 367.06 363.99 358.95 350.57 335.88 276.85 236.11
90.0 361.02 368.14 367.42 363.99 359.76 351.20 338.13 322.36 235.03
105.0 360.39 36291 362.01 359.58 355.52 350.21 336.87 321.10 273.60
120.0 349.40 341.65 324.25 318.75 319.12 327.59 320.47 276.49 266.58
135.0 325.51 302.89 29091 288.47 281.54 286.85 273.60 240.17 235.93
150.0 317.04 299.83 289.92 284.33 280.63 276.31 261.89 237.47 236.20
165.0 327.77 312.09 307.04 296.59 296.22 302.53 300.91 237.74 235.21
180.0 350.21 354.17 350.57 342.19 339.21 342.82 329.75 323.80 240.44
195.0 375.44 371.11 364.36 356.42 342.64 337.41 323.80 276.13 234.76
210.0 370.93 368.86 364.99 360.48 348.67 333.62 319.75 238.19 235.93
225.0 361.83 354.08 349.58 345.43 34092 332.81 296.68 239.00 264.59
240.0 336.33 31785 304.52 298.75 30533 318.66 264.86 238.46 293.07
255.0 315.78 298.48 293,52 290.64 284.06 276.76 252.07 237.65 303.25
270.0 324.52 305.24 298.66 294.42 292.17 289.83 254.95 239.18 301.90
285.0 359.49 349.67 338.58 331.37 331.406 334.17 302.80 281.72 293.25
300.0 367.96 366.16 362.64 357.96 351.92 342.64 328.40 313.17 245.58
315.0 366.79 367.96 363.63 357.87 350.12 339.66 323.44 298.12 229.63
330.0 363.54 365.08 354.35 338.85 338.49 333.53 318.75 242.15 231.52
345.0 347.41 34092 333.08 325.42 321.28 329.84 315.24 236.29 245.22
360.0 360.03 345.88 319.02 310.91 31091 310.46 316.23 294.78 284.96
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Intensity data(cd)
CH(°) 180.0
0.0 237.65
15.0 307.49
30.0 313.26
45.0 314.79
60.0 313.80
75.0 294.87
90.0 244.68
105.0 231.43
120.0 231.43
135.0 285.23
150.0 312.00
165.0 314.34
180.0 0.00
195.0 0.00
210.0 0.00
225.0 0.00
240.0 0.00
255.0 0.00
270.0 0.00
285.0 0.00
300.0 0.00
3150 0.00
330.0 0.00
345.0 0.00
360.0 237.65
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Appendix A Product Photo

Picture 1

Picture 2

****End of test report****
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